


TECHNICAL SPECIFICATION

OCTAFLO EG Type 1
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SAE / ISO Type I Aircraft Deicing Fluid

PHYSICAL CHARACTERISTICS 

LOWEST OPERATIONAL USE TEMPERATURE SURFACE TENSION

-27°F (-33°C) for 65:35 dilution 36 – 44 Dynes/cm

BIOLOGICAL OXYGEN DEMAND BIODEGRADABILITY

0.57 kg O2 / kg of Fluid 5 Days at 20°C: > 35%

  AQUATIC TOXICITY

Concentrate Fluid 50:50 Dilution

Fathead Minnow 48 Hr LC50: 9,500 mg/L 19,000 mg/L

Daphnia Magna 48 Hr LC50: 2,950 mg/L 5,900 mg/L

 DILUTION TABLE SHOWING LOWEST OPERATIONAL USE TEMPERATURE (LOUT)

DILUTION OCTAFLO EG : Water REFRACTIVE INDEX ± 0.0015 BRIX ±0.50 FREEZING POINT LOUT

100 : 00 1.4220 51.00 - DO NOT USE

  70 : 30 1.3980 39.00 -56°C   -69°F -44°C   -47°F

  65 : 35 1.3940 37.00 -52°C   -61°F -42°C   -43°F

  60 : 40 1.3890 34.25 -45°C   -49°F -35°C   -31°F

  55 : 45 1.3845 31.75 -39°C   -38°F -29°C   -20°F

  50 : 50 1.3800 29.25 -33°C   -28°F -23°C   -10°F

  45 : 55 1.3750 26.50 -27°C   -17°F -17°C   +1°F

  40 : 60 1.3710 24.25 -22°C   -8°F -12°C   +10°F

  35 : 65 1.3660 21.25 -16°C   +3°F -6°C    +21°F

  30 : 70 1.3610 18.25 -13°C   +9°F -3°C    +27°F

  25 : 75 1.3565 15.50 -10°C   +14°F 0°C     +32°F

  20 : 80 1.3517 12.50 -7 °C   +19°F 0°C     +32°F

Note: Octagon Process, L.L.C. recommends the use of a 10°C (18°F) Freezing Point Buffer below the Outside Air Temperature 
(OAT), however, for deicing ARP 4737 allows for the freezing point of the Fluid to be 3°C (5°F) above the OAT. Consult your Winter 
Operations manual for proper use of this fluid. The LOUT’s listed are for large transport type jet aircraft. To obtain the LOUT’s for 
low rotation speed aircraft, please contact Octagon Process.


