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TECHNICAL SPECIFICATION

OCATGON RD-1435
Potassium Acetate Runway Deicing Fluid
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The information contained in this bulletin is, to the best of our knowledge, true and accurate, but all recommendations or suggestions are made without guarantee, since the conditions are beyond 
our control. Octagon Process L.L.C. makes no express or implied warranties in these data or suggestions including no implied warranties of merchantability or fitness for a particular purpose and 
disclaims any liability incurred in connection with their use.

Octagon RD-1435 has been formulated to give maximum performance in icing conditions. RD-1435 provides lower
freezing points, lower BOD, and better biodegradability than glycol based products.

PHYSICAL PROPERTIES

Clear Blue Liquid•	
Freezing Point below -67°F•	
Density of 10.6 Lbs/gallon at 77°F•	

APPLICATION

Anti-icing: ½ per 1000 ft2.
Remove snow and ice often to avoid fluid dilution.•	
Reapply when snow and ice begin to accumulate.•	

Deicing: ¾ to 1 ½ gallons per 1000 ft2.
Rates depend on temperature & quantity of frozen deposits.•	
Use heavier application rates at temperatures near 0°F with over ½ inch of frozen ice/snow.Fluid is best used as an anti-icer.•	
Fluid is best used as an anti-icer.•	
Apply with existing runway deicing equipment. •	

 STORAGE AND HANDLING

Store in Mild Steel, Stainless Steel, or Plastic containers.•	

ENVIRONMENTAL

> 90% Biodegradable•	
Does not contain Urea or Potassium Formate.•	


